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TPL
AIR CONDENSED 

CHILLERS AND HEAT PUMPS  
WITH SCROLL COMPRESSORS

365.3-1199.3 kW

The new TPL range chillers and heat pumps are high power density air/water units available for use 
with R410A refrigerant or, in the “A2L” version, with low environmental impact R454B refrigerant. 
The TPL range is designed to manage the conditioning of industrial plants and thermal loads 
in technological applications, where 24/7 reliability in all working conditions, one of 
the assets of these units, is a critically important requirement. The TPL range uses latest 
generation Scroll compressors, braze-welded plate exchangers optimised for use with high 
pressure refrigerants (R410A/R454B) and axial fans suitable for outdoor installation.

MULTI-PROTOCOL 

COMMUNICATION 

INTERFACE

SCROLL 

COMPRESSORS

A2L READY

AXIAL FANS

LOW GWP 

REFRIGERANT

CORROSION 

RESISTANT 

MATERIAL

PLATE HEAT 

EXCHANGER

• 3 different soundproofing
setups available: Standard,
Low Noise and Super Low

Noise

• Electric control panel with 

IP55 protection rating

• High power density units in

both chiller and heat pump

modes

• Radial EC motor fans (optional)

• Electronic expansion valve

• Easy accessibility thanks to

the optimisation of the internal 

space

• Programmable 

microprocessor control with

proprietary software

• Compliance with ERP 

regulations

Hi
Re

f S
.p.

A. 
re

se
rv

es
 th

e r
igh

t, a
t a

ny
 ti

me
, to

 in
tro

du
ce

 an
y n

ec
es

sa
ry 

ch
an

ge
s a

nd
 im

pr
ov

em
en

ts 
to

 it
s p

ro
du

ct
s w

ith
ou

t p
rio

r n
ot

ice
. R

ep
ro

du
ct

ion
, e

ve
n p

ar
tia

l, o
f t

his
 ca

ta
log

ue
 is

 fo
rb

idd
en

 w
ith

ou
t a

 w
rit

te
n p

er
mi

ss
ion

 fr
om

 H
iRe

f S
.p.

A. 
©

 Co
py

rig
ht

 H
iR

ef
 S.

p.A
. 2

02
4

www.hiref.com



H

D
L

374F 414F 456F 486F 536F 616F 658F 748F 818F 900F 942F 1072F

User water temperature 12/7°C 20% ethylene glycol, outside air 35°C, 40% R.H.
Cooling capacity kW 365.3 421 451.4 507.5 556.6 613.7 683.1 752.4 824.9 940.1 1042.4 1097.7
Total absorbed power kW 132.7 146.5 163.1 190.6 193.4 224.7 253.7 264.7 309.1 327.1 371.3 404.3
COP 2.75 2.87 2.77 2.66 2.88 2.73 2.69 2.84 2.67 2.87 2.81 2.72

Sound power dB(A) 90 92 91 92 91 93 93 93 95 93 95 94
Sound power [Low noise] dB(A) 87 89 89 90 89 91 91 90 92 91 93 92

Dimensions [LxHxD] mm
3415

x2652
x2256

4415x2652x2256
5415

x2652
x2256

5415x2650x2256 6415x2650x2256 7415x2650x2256
8415

x2650
x2256

374F 414F 456F 486F 536F 616F 658F 748F 818F 900F 942F 1072F

Utility water temperature 12/7°C, ethylene glycol 20%
Full Free-Cooling temperature °C -10.3 -6.6 -7.8 -9.8 -6.8 -8.3 -10.3 -8.5 -10.1 -9.4 -11.3 -9.4

Sound power dB(A) 90 92 91 92 91 93 93 93 95 93 95 94
Sound power [Low noise] dB(A) 87 89 89 90 89 91 91 90 92 91 93 92

Dimensions [LxHxD] mm
3415

x2652
x2256

4415x2652x2256
5415

x2652
x2256

5415x2650x2256 6415x2650x2256 7415x2650x2256
8415

x2650
x2256

374C 414C 456C 486C 536C 616C 658C 748C 818C 900C 942C 1072C

Cooling: User water values 12/7°C, 35°C outside air, 40% U.R.
Cooling capacity kW 369.7 426 457.6 515.3 565.2 622 694.9 764.2 837.9 957.7 1062 1112.9
Total absorbed power kW 131.2 144.9 161.1 187.9 190.2 221.1 249.8 261 305 320.9 364.8 398.5
EER 2.82 2.94 2.84 2.74 2.97 2.81 2.78 2.93 2.75 2.98 2.91 2.79
SEER 4.81 4.87 4.95 4.96 5.14 5.02 4.71 4.85 4.71 4.96 5.09 5.05
SEPR 5.66 5.69 5.75 5.67 5.87 5.7 5.71 5.9 5.73 6.01 5.95 6

Sound power dB(A) 90 92 91 92 91 93 93 93 95 93 95 94
Sound power [Low noise] dB(A) 87 89 89 90 89 91 91 90 92 91 93 92

Dimensions [LxHxD] mm
3065
x2652
x2256

4065x2652x2256
5065
x2652
x2256

5065
x2650
x2256

5060
x2650
x2256

6060x2650x2256 7060x2650x2256
8060
x2650
x2256

374H 414H 456H 486H 536H 616H 658H 748H 818H 900H 942H 1072H

Heating: User water values 40/45°C, 7°C outside air, 89% U.R.
Thermal power kW 391.8 476.4 511.6 578.4 601 679.4 734.6 769.2 855.8 997.6 1114.5 1199.3
Total absorbed power kW 130.8 150.6 161.7 181.8 199.6 226.1 236 254.3 286.2 322.5 358.4 394.1
SEER - - - - 5.14 5.02 4.71 4.81 4.67 4.71 4.85 5.13
COP 3 3.16 3.16 3.18 3.01 3 3.11 3.02 2.99 3.09 3.11 3.04
SCOP 4.03 4.06 3.98 4.05 - - - - - - - -

Sound power dB(A) 90 92 91 92 91 93 93 93 95 94 95 94
Sound power [Low noise] dB(A) 87 89 89 90 89 91 91 90 92 91 93 92

Dimensions [LxHxD] mm
3065
x2652
x2256

4065x2652x2256
5065
x2652
x2256

5065
x2650
x2256

5060
x2650
x2256

6635x2650x2256 8635x2650x2256
10635
x2650
x2256

20% Ethylene glycol | Also available with 60 Hz power supply | Data declared with use of R410A refrigerant

TPL

TPL

TPL

TPL

Plate heat exchangers
The TPL range uses braze-welded plate 

exchangers with asymmetrical channels, 

suitable for the use of high and medium 

pressure refrigerant gases. The configuration 
with asymmetrical channels allows high 
exchange efficiencies to be reached while 
maintaining pressure drops low on the water 

side - reducing pumping costs at both full and 

partial load.

Maximum efficiency at partial loads
The adoption of the multi-Scroll solution, the 

use of electronically controlled expansion 

valves, selection of plate heat exchangers, fan 

modulation and variable flow rate controlled with 
circulation pumps are all key features that make 

the TPL range particularly efficient at partial 
loads.
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